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£ Strojirensky zku$ebni tstav, s.p., Brno, Ceska republika
z Oznameny subjekt identifikacni Cislo 1015 -
Engineering Test Institute, Public Enterprise, Brno, Czech Republic
Notified Body Identification Number 1015 2
- CERTIFIKAT EU PREZKOUSENI TYPU
EU TYPE-EXAMINATION CERTIFICATE
= podle nafizeni Evropského parlamentu a Rady (EU) 2016/426 ze dne 9. bfezna 2016 o spotiebicich Z;_;
3 plynnych paliv =
= pursuant to Regulation (EU) 2016/426 of the European Parliament and of the Council i
s of 9 March 2016 on appliances buming gaseous fuels é
2 =
S Cislo: =
Number: E-30-00716-18 =
Vyroboe: KOTRBATY V.M.Z. spol. s r.o. =
Manufacturer: Sdruzena 1788, 393 01 Pelhfimov =
Ceska republika — Czech Republic =
Identifika&ni &islo vyrobki:
: Product-ID-Number: CE-1015CT0667 z
= Vyrobky: Infrazafice tmavé KM
= Products: Tube infrared heaters, KM =
\* Typové oznadeni: KM 10-1-1, KM 10N-1, KM 10N-U, KM 10I-U, =
- Type designation: KM 15--1, KM 15N-1, KM 15N-U, KM 15I-U, =
. KM 22,5-1-1, KM 22,5 N-1, KM 22,5 N-U, KM 22,5 |-U, =
= KM 30--1, KM 30 N-1, KM 30 N-U, KM 30 I-U, =
= KM 36-I-1, KM 36 N-1, KM 36 N-U, KM 36 I-U, =
- KM 45-1-1, KM 45N-1, KM 45N-U, KM45|-U
Identifikace schvaleného typu: je uvedena na 2. strané ,
- Identification of approved type: see Page 3 =
s =
} Hodnotici zprava: Zaveérecny protokol €. 30-13883/1 ze dne 2018-06-28 =
s Evaluation Report: Final Report 30-13883/1 of 2018-06-28 =
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Strojirensky zku$ebni ustav, s.p., oznameny subjekt identifikacni islo 1015 potvrzuje, ze predmétné vyrobky
splfiuji pozadavky podle bodu 1.4 Prilohy Ill nafizeni Evropského parlamentu a Rady (EU) 2016/426 (modul B:
EU piezkouseni typu). Vysledky ¢innosti provedenych oznamenym subjektem jsou obsazeny v citovaném
zavéreéném protokolu (tj. hodnotici zpravé). Udaje nezbytné k identifikaci schvaleného typu jsou uvedeny
na 2. strané tohoto certifikatu. Pravidla pro nakladani s certifikatem a podminky jeho platnosti jsou uvedeny na
4. strané.

Tento certifikat je platny nejpozdéji do 2028-06-28.

The Engineering Test Institute, Public Enterprise, Notified Body Identification Number 1015 hereby attests that
the products concemed meet the requirements referred to in point 1.4 of Annex lil of Regulation (EU) 2016/426
of the European Parfiament and of the Council (Module B: EU type-examination). The results of the activities =
carried out by the Notified Body are contained in the cited Final Report (i.e. evaluation report). The data

necessary for identification of the approved type are stated on Page 3 of this Certificate. The rules for using the =
Certificate and conditions of its validity are defined on Page 4. =

This Certificate is valid until 2028-06-28. e

w5

Brno, 2018-06-29

Ing. Tomas Hruska :
feditel =
Director
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Identifikace schvaleného typu:

Typové oznaceni:

KM 10-1-1, KM 10 N-1, KM 10 N-U, KM 10I-U,
KM 15--1, KM 15 N-1, KM 15N-U, KM 15I-U,
KM 22,5-1-1, KM 22,5 N-1, KM 22,5 N-U, KM 22,5 |-U,
KM 30-1-1, KM 30 N-1, KM 30N-U, KM 30 I-U,
KM 36-1-1, KM 36 N-1, KM 36 N-U, KM 36 I-U,
KM 45-1-1, KM 45 N-1, KM 45N-U, KM45I-U

Vysvétleni znaceni:

KM ....... infrazafic tmavy

10-45 ... tepelny vykon

N/ ........ neizolovany / izolovany
-1/-U ... jedno-trubicové / U-trubicové

Vysvétleni vykresového znaceni (rozsifené znaceni):
KM xx-N-U-xx-xX
| Jmenovita délka (m)
Tepelny vykon (kW)

Tvar topenisté:
U — dvou-trubicové (U-trubicové), 1 — jedno-trubicové

Zakryt: N — neizolovany
| — izolovany

Jmenovity tepelny vykon
10; 15; 22,5; 30; 36; 45 (kW)

Typ infrazafice: tmavy
Hlavni ¢asti:

Plyn. ventil SIT SIGMA 0.840.027 (pin: 0063AS4831)

Automatika hofaku DBC 579 (CE-0085BS0088)

Manostat plynu Dungs GW 50 A6 (SE-0085CQ0137)

Vykresy:

U-trubicové:
KM 10-U-N-3m (&.v. 010 076 09 03 1 2) az KM 45 U-I-12m (&.v. 010 10245122 2)

1-trubicoveé:
KM 10-1-N-5m (&.v. 010 076 09 05 1 1) az KM 45-1-1-20m (¢.v. 010 1024520 2 1)

Néavod k obsluze a instalaci

Pfipojovaci podminky:

. . Pripojovaci Zakladni g
Provedeni Kategorie pretiaky zkusebni plyn Zemé uréeni
e e R L L AR e T T A e e e it d e o o SN 2 et S e e 3 e
Bor Cro C I 20 mbar G20 BG, CZ, DK, EE, FI, GR, IT, LT, LV, NO, RO,
— - 30 mbar G30/G31 SE, SI, SK
20 mbar G20
B2z, C12, Ca2 ll2Hzmp 50 mbar G30/G31 AT, DE
20 mbar G20
P T eesar 50 mbar G30/G31 G
AT, BG, CH, CZ, DK, HR, EE, ES, FI, GB,
B2z, C12, Caz lon 20 mbar G20 GR, IE, IT, LT, LV, NO, PT, RO, SE, SI, SK,
TR
B2z, C12, Caz l2e 20 mbar G20 DE, PL
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Identification of the approved type: =
Type designation: z

KM 10--1, KM 10N-1, KM 10 N-U, KM 10 /-U, z

= KM 15-1-1, KM 15 N-1, KM 15N-U, KM 15 [-U, =

= KM 22,5-1-1, KM 22,5 N-1, KM 22,5 N-U, KM 22,5 |-U, =

£ KM 30-1-1, KM 30 N-1, KM 30N-U, KM 30I-U, =

= KM 36-I-1, KM 36 N-1, KM 36 N-U, KM 36 I-U, =

s KM 45-1-1, KM 45 N-1, KM 45N-U, KM 45I-U =

: Key to designation:

KM ....... Tube infrared heater

z 10-45 ... Thermal output
= M ........ Non-insulated / Insulated

-1/-U ... Single-tube / U-fube

Key to drawing designation (extended designation):

KM xx-N-U-xx-xx

IR SRR

AL OO

- | Nominal length (m)
= Thermal output (kW) =
Furnace shape: =
= U - Two tubes (U-tube), 1 — Single tube =
A Reflector: N — Non-insulated ;
= | — Insulated =
S =
s Nominal thermal output =
= 10; 15; 22.5; 30, 36; 45 (kW) =
- Type of radiant heater: tube 1
2 =
= Main parts:
Gas valve, SIT SIGMA 0.840.027 (PIN: 0063AS4831) }
< Automatic burner control system, DBC 579 (CE-0085BS0088) =
Gas manostat, Dungs GW 50 A6 (SE-0085CQ0137)
& -
Drawings: =
= =
U-tube: =
KM 10-U-N-3rn (Dwg. no. 010 076 09 03 1 2) to KM 45 U-I-12m (Dwg. no. 010 102 45 12 2 2) =
: 1-tube: P
& KM 10-1-N-5m (Dwg. no. 010 076 09 05 1 1) to KM 45-1-1-20m (Dwg. no. 010 102 4520 2 1) 3
( Instructions for installation and operation
Supply conditions: ’
Type Category Supply pressure | Reference gas Country of destination =
: =
- =)
= B I 20 mbar G20 BG, CZ, DK, EE, FI, GR, IT, LT, LV, NO, RO, =
: - gy GRERAT 30 mbar G30/G31 SE, SI, SK 2
: Bir G o | lhuae 50 mbar 630631 AT, DE
2 Bz Crz Cxz Ize3 50 mbar el i
; AT, BG, CH, CZ, DK, HR, EE, ES, FI, GB,
: Bzz, Crz, Ca2 lon 20 mbar G20 GR, IE, IT, LT, LV, NO, PT, RO, SE, SI, SK, =
$ TR =
B2z, Ciz, Cs2 2 20 mbar G20 DE, PL ?)
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PRAVIDLA PRO NAKLADANI S CERTIFIKATEM A PODMINKY JEHO PLATNOSTI

Spinéni pozadavk(l naiizeni Evropského parlamentu a Rady (EU) 2016/426 bylo odvozeno ze spinéni pozadavki
pouzitych norem, které jsou uvedeny v zavére¢ném protokolu (tj. hodnotici zprave). Novelizace nékterého z uvedenych
normativnich dokumentu, zejména novelizace norem nebo vydani novych norem, mize zménit skute¢nosti, za kterych
byl certifikat vydan. V takovém pfipadé je tfeba pouZitelnost certifikatu pifezkoumat.

Oznameny subjekt dba na to, aby byl informovan o v8ech zménach obecné uznavaného stavu techniky, které by
naznadovaly, e schvéleny typ jiZ nemusi byt v souladu s prisludnymi pozadavky tohoto nafizeni, a rozhodne, zda tyto
zmény vyZzaduiji dopliiujici Setfeni. Pokud Setfeni vyzaduji, oznameny subjekt o tom informuje vyrobce.

Vyrobce informuje oznameny subjekt, ktery uchovava technickou dokumentaci tykajici se certifikatu EU pfezkouseni
typu, o véech dpravach schvaleného typu, které mohou ovlivnit shodu spotfebiée nebo vybaveni se zakladnimi
poZadavky tohoto nafizeni nebo podminky platnosti certifikatu. Tyto upravy vyZaduji dodate¢né schvaleni formou
dodatku k plvodnimu certifikatu EU prezkou$eni vyrobniho typu.

Certifikat se mize pouzivat pouze jako certifikat vyrobku, jejichz specifikace je uvedena na 1. a 2. strané. To plati i pro
pouziti v reklamnich, propagaénich a komerénich materidlech. Neopravnéné nebo klamavé pouziti certifikatu mize byt
sankcionovano.

Je zakazano ménit, dopliiovat nebo prepisovat Gdaje v certifikatu.

Certifikatem nelze dokladat vlastnosti vyrobki, u kterych byla provedena bez souhlasu Strojirenského zkusebniho
Ustavu, s.p., zména ovliviujici shodu s pouzitymi normami a technickymi pfedpisy.

Certifikaéni organ pozaduje, aby dritel certifikatu vedl zdznamy o v8ech stiznostech a opatfenich k naprave, ktere se
tykaji vyrobk(, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE AND CONDITIONS OF ITS VALIDITY

Fulfilment of the requirements of Regulation (EU) 2016/426 of the European Parliament and of the Council has been
derived from fulfiiment of the requirements of the standards applied that are listed in the Final Report (i.e. evaluation
report). Amendment of any of the mentioned normative documents, in particular amendments of standards or issuance
of new standards, may change the facts and conditions, under which the present Certificate has been issued. In such a
case, the applicability of the Certificate must be reviewed.

The Notified Body shall keep itself informed of any changes in the generally acknowledged state of the art, which
indicate that the approved type may no longer comply with the applicable requirements of this Regulation, and shall
decide whether such changes require further investigation. If so, the Notified Body shall inform the Manufacturer
accordingly.

The Manufacturer shall inform the Notified Body that holds the technical documentation relating to the EU type-
examination certificate of all modifications to the approved type that may affect the conformity of the appliance or fittings
with the essential requirements of this Regulation or the conditions for validity of the Certificate. Such modifications shall
require additional approval in the form of an addition to the original EU type-examination certificate — production type.

This Certificate may only be used as a certificate for the products specified on Pages 1 and 3. This also applies to its use
in advertising, promotional and commercial materials. Unauthorised or deceptive use of the Certificate may be
sanctioned.

It is prohibited to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used for documenting the properties of the products changed without the consent of the
Engineering Test Institute, Public Enterprise, in such a way that conformity with the standards and technical regulations
applied has been affected.

Certification Body requires the holder of this Certificate to keep records of all the complaints and corrective actions
relating to the products covered by this Certificate.
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